
Unequaled Quality and Performance

Rain Bird Pump Stations



•	 Rain Bird Filtration Systems utilize highly efficient screen filters to remove even the most difficult debris and contaminants.

•	 Thick wall, powder coated carbon steel or stainless steel models.

•	 Standard 300 micron stainless steel wire screen. Also available in 50, 80, 100,150 or 200 micron for I, G and E Series and 
standard 250 micron stainless steel wedge wire screen for Automatic BSF-Series.

•	 Backwash automatically by time or differential pressure with an integrated Rain Bird controller. 

•	 I, G, and E Series feature precision suction scanning mechanism that cleans the entire mesh screen in seconds without 
interrupting irrigation flow.

•	 Standard flow rates from 25 to 4,000 GPM and operating pressure of 150 psi.

•	 Filters integrate with all Rain Bird Pump Stations or available as a stand alone filter assembly. 

•	 Custom options available on all Series.

Self Cleaning Pump Suction Screen 
•	 Galvanized steel construction removes large trash and debris from water sources.

•	 Two spray bars continually rotate, jetting water at the screen and blasting debris away.

•	 No exterior moving parts to break down or need repair. 

•	“Wye Strainer” provides easy access and prevents nozzles from plugging.

•	 Heavy-duty 12 or 30 mesh stainless steel screen available.

Sand Media Filters
Rain Bird Sand Media Filters will protect your irrigation system from solid 
contaminants including algae, sand and debris. 

•	 Rain Bird Sand Media Filters provide reliability, efficiency and long-term 
economy.

•	 High strength, hydraulically balanced Type 304 stainless steel underdrains for 
thorough backwashing, requires less water and less frequent backwashing.

•	 Uniform 14” media bed depth for optimum particle entrapment.

•	 Rain Bird automation packages allow fully unattended operation.

Protection for your Rain Bird Pump Station

I-Series 	
(Hydraulic)

E-Series 	
(Electric)

G-Series 	
(Hydraulic)

Automatic BSF-Series
(Backwashing)

Protection for your Irrigation System

A New Standard in Filtration Quality and Performance 



•	 Powder coated skid and piping (interior and exterior) 
versus solvent-based multi-layer paint of metal 
components. Rain Bird’s powder coated components 
provide the industry's most durable protection based 
upon the results of the ASTM test.

•	 Full Color Touch Screen versus a two line text display 
or small screen. Rain Bird’s new GT1665 touch screen 
is the industry’s largest and most robust touch screen 
available. Its user friendly menu allows customers to 
easily navigate through the system to control their 
pumping system.

•	 Remote Access – Rain Bird provides the ability to access 
the Pump Station via Ethernet connection. Rain Bird 
customers have full access to the same touch screen 
controls without being in front of the pump station.

•	 Circuit Breakers mounted in the control panel versus 
costly fuses that can be difficult to replace in the field.

•	 Filtration Systems designed with the customer in 
mind versus just an add-on component. Rain Bird offers 
a full line of filtration products that are designed into the 
system and are based on site conditions and needs.

•	 Electrical Cabinet Cooling designed to protect the 
electrical components against excessive heat. 

•	 Reservoir to Rotor – Rain Bird continues to stand alone 
in the Golf Industry as the ONLY manufacturer to provide 
a complete line of products for the golf course customer. 
Rain Bird Pump Stations are manufactured in Tucson, 
AZ at the Corporate head quarters for the Golf Division. 
Rain Bird is in complete control of Pump Station design, 
fabrication, delivery and after service ensuring that the 
station delivers what was promised.

Rotary Nozzles - Our most efficient spray

What Makes Rain Bird Pump Stations the Superior Choice?



Unequaled Quality and Performance
Remote Pump Station Access

Rain Bird’s user interface is a network ready design that allows for remote access via 
PC, Laptop, Tablet, Smart Phone, or any web enabled mobile device. These devices 
are simple to navigate, properly formats to the screen of the device being used and 
allows for complete control and monitoring of your golf Pump Station. This remote 
accessibility provides Rain Bird customers the confidence to control their pumping 
systems when they are away from the course.

Electrical Design
Rain Bird Pump Stations use the industry's best surge suppression reducing the 
risk of electronic component damage that could lead to inconvienent and costly 
downtime. This design includes full heavy duty circuit breaker integration providing 
the ultimate protection with the best serviceability.

Backup Pressure Regulation
Rain Bird Pump Stations have multiple options for redundant pressure regulation. 
This is necessary in areas where getting a repaired or replaced VFD may take longer 
than the normal overnight shipping from the Rain Bird factory. Every station comes 
with an engineered design and properly sized pressure relief valve to provide auto-
matic pressure regulation in the event of a failed VFD or stuck contactor.

VFD Per Motor (VPM) Option
Rain Bird offers the industry’s most comprehensive package by designing custom 
stations upon request to include a VFD for each main motor on a Multi-Pump Sta-
tion. This option offers superior motor protection along with no mechanical switch-
ing components. It also provides a level of efficient backup pressure regulation that 
a pressure relief valve or butterfly valve cannot deliver.

Durable Polyester Powder-Coating
Rain Bird’s in-house sandblasting system assures all surfaces of the Pump Station 
are prepared to specification standards and allowing for the best coating adhe-
sion. The polyester powder-coat Rain Bird applies is far more durable than competi-
tive solvent-based multi-layer coatings. In fact, Rain Bird’s powder-coating process 
scores a 10 out of 10 on an ASTM corrosion test provided by Sherwin Williams. 
Other industry Pump Stations scored 4 out of 10 on the very same test. In addition 
the powder-coating process is considered very environmentally friendly.

Engineered Pump Station Skid Design
Using 3D modeling, the channel steel skid frame is engineered 
for strength and rigidity. This engineered design reduces the 
vibration and eliminates the requirement for bulky oversized 
pumping plates which present a hazard. The deck is the indus-
try’s strongest and longest-lasting by providing the profession-
al grade smooth 3/8” steel plate continuously welded. In addi-
tion, Rain Bird follows specifications of all station components 
such as the proper flow meter flume requirements. No detail is 
overlooked on this engineered solution.



Unequaled Quality and Performance
Advanced Controls
With the industry's leading touch screens, Rain Bird continues to innovate by offering the largest screen 
as a standard. Beyond being network ready, this interface offers up to 20 years of historical memory 
capability, and USB backup. With features such as filtration integration, water feature control, lake level 
control, pump lockouts, auto set point adjustment per pump, motor starts protection, and many many 
more, Rain Bird has been driving Pump Station innovation in the Golf Industry for the last decade.

Real-Time System Integration
Rain Bird launched Smart Pump in 2001 and continues to offer true integra-
tion beyond just monitoring the Pump Station through the Central Control 
system. With this integration Rain Bird leads the industry in energy efficiency 
and continues to find innovative ways to integrate irrigation controls with 
pumping systems.

Pump and Motor Options
Rain Bird provides solutions to meet the customer requirements 
rather than providing the solutions to meet factory requirements. 
As an example Rain Bird offers cast iron discharge heads as a 
standard for golf irrigation Pump Stations. With superior flow 
characteristics and having 12 times the required tensile strength 
for a typical golf pumping system, it is the obvious choice for 
the application. Optional fabricated heads are available when 
performance is less of a concern. Rain Bird also offers various levels 
of efficiency rated motors when the situation demands something 
other than the standard.

Rain Bird offers GE Motors with a standard 3-year 
manufacturer's warranty.

Air Relief
Rain Bird provides air relief on each pump. Individual Air Relief 
Valves allow for the maximum amount of air to be removed from 
the pump columns and not enter into the irrigation system.

User Controls
Rain Bird Pump Stations have set the bar with sim-
ple large icon touch screen controls in six different 
languages. In addition, they have the simplest 
user interface manual control switch design. Each 
pump has its own lighted three position Manual, 
Off, or Auto position switch. Even the most basic 
users are able to control a Rain Bird Pump Station 
safely, simultaneously offering the industry’s only 
PLC and Touch Screen integrated switch design 
which gives the user full automatic control if the 
touch screen were to be damaged or fails.
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Rain Bird Corporation
6991 E. Southpoint Road
Tucson, AZ 85756
Phone: (520) 741-6100
Fax: (520) 741-6522

Rain Bird Technical Services
(800) RAINBIRD (1-800-724-6247) 
(U.S. and Canada)

Rain Bird Corporation
970 West Sierra Madre Avenue
Azusa, CA 91702
Phone: (626) 812-3400
Fax: (626) 812-3411

Specification Hotline
800-458-3005 (U.S. and Canada)

Rain Bird International, Inc.
1000 West Sierra Madre
Azusa, CA 91702
Phone: (626) 963-9311
Fax: (626) 852-7343 

www.rainbird.com

At Rain Bird, we believe it is our responsibility to 

develop products and technologies that use water 

efficiently. Our commitment also extends to 

education, training and services for our industry 

and our communities.

The need to conserve water has never been greater. 

We want to do even more, and with your help, we 

can. Visit www.rainbird.com for more information 

about The Intelligent Use of Water.™
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